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Sikacryl 621 Fire+ 
YTELSESERKLÆRING 
No. 58967197 

 

1 PRODUKTYPENS ENTYDIGE 
IDENTIFIKASJONSKODE: 58967197 

2 TILSIKTET BRUKSOMRÅDE:  
 

EAD 350454-00-1104:2017 
Fire Stopping and Sealing Product: Penetration Seals 

3 FABRIKANT: 
 

Sika Services AG 
Tüffenwies 16-22 
8064 Zürich 
  

4 OPPNEVNT 
REPRESENTANT:  

5 SYSTEM FOR VURDERING 
OG KONTROLL AV YTEEVNE: System 1 

 

6b EUROPEISK BEDØMMELSES 
DOKUMENT: 

EAD 350454-00-1104:2017 

 Europeisk Teknisk 
Bedømmelse: 

ETA-21/0888 of 2021/10/20 

 Teknisk bedømmelsesorgan: DBI Certification A/S 

 Teknisk kontrollorgan (hEN) 
/ vurderingsorgan (ETA): 

2531 
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7 ANGITT YTELSE  

Essential Characteristics Performance AVCP 
Harmonised 
Technical 
Specification 

Reaction to fire B ς s1, d0 System 1 

EAD 350454-
00-1104:2017 

Resistance to fire Annex A System 1 

Air permeability Annex B System 1 

Water permeability No performance assessed System 1 

Release of dangerous substances No performance assessed System 1 

Mechanical resistance and stability No performance assessed System 1 

Resistance to impact/movement No performance assessed System 1 

Adhesion No performance assessed System 1 

Durability Z2 System 1 

Airborne sound insulation No performance assessed System 1 

Thermal properties  No performance assessed System 1 

Water vapour permeability  No performance assessed System 1  
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ANNEX A ς Resistance to Fire Classification ς Sikacryl-621 Fire+ 

A.1 Rigid wall constructions according to 1.2.1 with wall thickness of minimum 150 mm  

A.1.1 Single side penetration seal with cables 

Penetration Seal: Cables (single) fitted at any position within the aperture, with Sikacryl-621 Fire+ to either side 
of the wall (or at any position in between), backed wiǘƘ ΨAES mineral fibreΩΦ Minimum separation between cables 
and the edge of the seal of 7 mm. 

Construction details: 

 

 
A.1.1.1  

Services Sealant 
depth 

Backing Maximum seal 
size 

Classification 

Single electrical cables up to 21 
mm Ø 

25 mm 
48 mm deep 
AES mineral 

fibre 
87 mm Ø E 240, EI 90 

Blank seals 

25 mm 
48 mm AES 

mineral fibre 
insulation 

300 x 300 mm E 240, EI 60 Electric cables up to 21 mm 
diameter, single. 

Blank seals 
35 x 35 mm / 36 

mm Ø 
E 240, EI 120 Electric cables up to 21 mm 

diameter, single. 
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A.1.2 Double side penetration seal with cables 

Penetration Seal: Cables fitted with Sikacryl-621 Fire+ to both sides of the wall, backed with stone wool or 
mineral fibre insulation. Maximum seal size of 300 x 300 mm and minimum separation between cables and the 
edge of the seal of 10 mm. 

Construction details: 

 

 

 

A.1.2.1  

Services Sealant 
depth 

Backing 
(minimum

) 

Insulation Classification 

Blank seals 

15 mm 
25 mm 

Stone wool 
35 kg/m3 

 None 

EI 240 

Electric cables up to 21 mm diameter, 
single or in a bundle. 

E 240, EI 120 

Electric cables 22-80 mm diameter, 
single or in a bundle. 

E 120, EI 60 

Blank seals 

25 mm 
48 mm AES 

mineral 
fibre 

EI 240 

Electric cables up to 80 mm diameter, 
single or in a bundle. 

E 240, EI 60 

Cables up to 21 mm diameter, single 
or in a bundle up to 100 mm diameter EI 240 
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A.1.3 Single side penetration seal with metallic (and composite) pipes  

Penetration Seal: LI (Local Interrupted) of minimum length stated below or CI (Continuous Interrupted) 
insulated metallic and composite pipes (single) fitted at any position within the aperture, with 15 mm deep 
Sikacryl-621 Fire+ to either side of the wall (or at any position between), backed with 20 mm deep minimum 40 
kg/m3 stone wool insulation*.  

Construction details: 

 

 

 

A.1.3.1  

Services Seal width 
around pipe 

Insulation 
(minimum) 

Classification 

Copper or steel pipe up to 54 mm 
diameter/0.9-14.2 mm wall 

8-9 mm 1000 mm length 20 
mm Stone wool 

insulation 80 kg/m3 

E 240 C/U, EI 180 C/U 

Copper or steel pipe up to 12 mm 
diameter/0.9-5 mm wall 

8 mm EI 240 C/U 

Alupex composite pipe 75 mm 
diameter/7.5 mm wall 

30 mm 
25 mm AES mineral 
fibre insulation, 600 

mm long (min.) 
EI 120 C/U 
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Services Seal width 
around pipe 

Insulation 
(minimum) 

Classification 

Mild or stainless steel pipe 

40 mm diameter/1.5-14.2 mm wall* 

6-18 mm 

1000 mm length of 20 
mm Stone wool 

insulation 80 kg/m3 

EI 240 C/U 

40 mm diameter/1.5-14.2 mm wall* 

1000 mm length of 30 
mm Stone wool 

insulation 80 kg/m3 
E 180 C/U, EI 90 C/U 

50 mm diameter/1.7-14.2 mm wall* 

60 mm diameter/1.9-14.2 mm wall* 

75 mm diameter/2.2-14.2 mm wall* 

90 mm diameter/2.5-14.2 mm wall* 

100 mm diameter/2.7-14.2 mm wall* 

115 mm diameter/3-14.2 mm wall* 

140 mm diameter/3.5-14.2 mm wall* 

165 mm diameter/ 3.9-14.2 mm wall* 

180 mm diameter/ 4.2-14.2 mm wall* 

200 mm diameter/ 4.6-14.2 mm wall* 

219 mm diameter/ 5.0-14.2 mm wall* 

* Typical pipe diameters shown, see below graph for intermediate sizes 
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A.1.4 Single side penetration seal with metallic (and composite) pipes  

Penetration Seal: LI (Local Interrupted) of minimum length stated below or CI (Continuous Interrupted) 
insulated metallic and composite pipes (single) fitted at any position within the aperture, with 25 mm deep 
Sikacryl-621 Fire+ to either side of the wall (or at any position between), backed with 25 mm deep minimum 40 
kg/m3 stone wool insulation*.  

Construction details: 

 

 

 

A.1.4.1  

Services Maximum 
Seal size 

Insulation 
(minimum) 

Classification 

Copper or steel pipe up to 54 mm 
diameter/0.9-14.2 mm wall 

300 x 300 
mm 

1000 mm length 20 
mm Stone wool 

insulation 80 kg/m3 

E 240 C/U, EI 60 C/U 

Alupex composite pipe 75 mm 
diameter/7.5 mm wall 

25 mm AES mineral 
fibre insulation, 600 

mm long (min.) 
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Services Maximum seal 
size 

Insulation 
(minimum) 

Classification 

Mild or stainless steel pipe 

40 mm diameter/1.5-14.2 mm wall* 

300 x 300 mm 

1000 mm length of 20 
mm Stone wool 

insulation 80 kg/m3 

E 240 C/U, EI 60 C/U 

40 mm diameter/1.5-14.2 mm wall* 

1000 mm length of 30 
mm Stone wool 

insulation 80 kg/m3 

50 mm diameter/1.7-14.2 mm wall* 

60 mm diameter/1.9-14.2 mm wall* 

75 mm diameter/2.2-14.2 mm wall* 

90 mm diameter/2.5-14.2 mm wall* 

100 mm diameter/2.7-14.2 mm wall* 

115 mm diameter/3-14.2 mm wall* 

140 mm diameter/3.5-14.2 mm wall* 

165 mm diameter/ 3.9-14.2 mm wall* 

180 mm diameter/ 4.2-14.2 mm wall* 

200 mm diameter/ 4.6-14.2 mm wall* 

219 mm diameter/ 5.0-14.2 mm wall* 

* Typical pipe diameters shown, see below graph for intermediate sizes 
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A.1.5 Single side penetration seal with metallic pipes  

Penetration Seal: CS (Continuous Sustained) insulated metallic (single), with 25 mm deep Sikacryl-621 Fire+ to 
either side of the wall (or at any position between), backed with 48 mm deep AES mineral fibre insulation. 
Minimum annular space 10 mm and minimum separation between penetrations seals of 30 mm. Maximum seal 
size 300 x 300 mm or 504 mm Ø. 

Construction details: 
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A.1.5.1 Single side penetration seal with pipes 

Services Insulation Classification 

Mild or stainless steel pipe 

40 mm diameter/1-14.2 mm wall 20 mm thick stone, mineral 
wool min. 80 kg/m3 

EI 240 C/U 

40 mm diameter/1-14.2 mm wall* 

30-80 mm thick stone, mineral 
wool min. 80 kg/m3 

EI 180 C/U 

50 mm diameter/1.2-14.2 mm wall* 

60 mm diameter/1.4-14.2 mm wall* 

75 mm diameter/1.6-14.2 mm wall* 

90 mm diameter/1.9-14.2 mm wall* 

100 mm diameter/2.1-14.2 mm wall* 

115 mm diameter/2.4-14.2 mm wall* 

140 mm diameter/2.9-14.2 mm wall* 

165 mm diameter/ 3.4-14.2 mm wall* 

180 mm diameter/ 3.6-14.2 mm wall* 

200 mm diameter/ 4.0-14.2 mm wall* 

219 mm diameter/ 4.3-14.2 mm wall* 

250 mm diameter/ 5.0-14.2 mm wall* 

300 mm diameter/ 5.9-14.2 mm wall* 

324 mm diameter/ 6.35-14.2 mm wall* 

* Typical pipe diameters shown, see below graph for intermediate sizes 
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A.1.6 Double side penetration seal with metallic pipes 

Penetration Seal: 1000 mm (min.) LI (Local Interrupted) or CI (Continuous Interrupted) insulated metallic pipes 
(single) fitted at any position within the aperture, with 15 mm deep Sikacryl-621 Fire+ to both sides of the wall, 
backed with 20 or 30 mm deep minimum 40 kg/m3 stone wool insulation.  

Construction details: 
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A.1.6.1  

Services Maximum seal 
size 

Insulation 
(minimum) 

Classification 

Mild or stainless steel pipe 

40 mm diameter/1.5-14.2 mm wall* 

300 x 300 mm 

20 mm Stone wool 
insulation 80 kg/m3 EI 240 C/U 

40 mm diameter/1.5-14.2 mm wall* 

30 mm Stone wool 
insulation 80 kg/m3 

E 240, EI 120 C/U 

50 mm diameter/1.7-14.2 mm wall* 

60 mm diameter/1.9-14.2 mm wall* 

75 mm diameter/2.2-14.2 mm wall* 

90 mm diameter/2.5-14.2 mm wall* 

100 mm diameter/2.7-14.2 mm wall* 

115 mm diameter/3-14.2 mm wall* 

140 mm diameter/3.5-14.2 mm wall* 

165 mm diameter/ 3.9-14.2 mm wall* 

180 mm diameter/ 4.2-14.2 mm wall* 

200 mm diameter/ 4.6-14.2 mm wall* 

219 mm diameter/ 5.0-14.2 mm wall* 

* Typical pipe diameters shown, see below graph for intermediate sizes 
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A.1.7 Double side penetration seal with metallic pipes 

Penetration Seal: CS (Continuous Sustained) insulated metallic pipes (single) fitted at any position within the aperture, with 
15 mm Sikacryl-621 Fire+ to both sides of the wall, backed with 25 mm deep stone wool insulation minimum 35 kg/m3. 
Minimum annular space 10 mm (A1) and minimum separation between penetration seals 30 mm (A2). Maximum seal size 300 
x 300 mm / 504 mm Ø 

Construction details: 

 

 

Configuration 1 Configuration 2 

  

Key 
1 Supporting construction 
a1 Pipe / top edge of seal separation 
a2 Pipe / side edge of seal separation 
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a3 Pipe / pipe separation 
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A.1.7.1 Double side penetration seal with pipes 

Services Insulation Classification 

Mild or stainless steel pipe 

40 mm diameter/1-14.2 mm wall 20 mm thick stone, mineral 
wool min. 80 kg/m3 

EI 240 C/U 

40 mm diameter/1-14.2 mm wall* 

30-80 mm thick stone, mineral 
wool min. 80 kg/m3 

50 mm diameter/1.2-14.2 mm wall* 

60 mm diameter/1.4-14.2 mm wall* 

75 mm diameter/1.6-14.2 mm wall* 

90 mm diameter/1.9-14.2 mm wall* 

100 mm diameter/2.1-14.2 mm wall* 

115 mm diameter/2.4-14.2 mm wall* 

140 mm diameter/2.9-14.2 mm wall* 

165 mm diameter/ 3.4-14.2 mm wall* 

180 mm diameter/ 3.6-14.2 mm wall* 

200 mm diameter/ 4.0-14.2 mm wall* 

219 mm diameter/ 4.3-14.2 mm wall* 

250 mm diameter/ 5.0-14.2 mm wall* 

300 mm diameter/ 5.9-14.2 mm wall* 

324 mm diameter/ 6.35-14.2 mm wall* 

* Typical pipe diameters shown, see below graph for intermediate sizes 
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A.1.8 Double side penetration seal with metallic pipes with combustible insulation 

Penetration Seal: CS (Continuous Sustained) insulated metallic pipes (single) fitted at any position within the aperture, with 
25 mm Sikacryl-621 Fire+ to both sides of the wall, backed with 25 mm deep stone wool insulation minimum 35 kg/m3. 
Minimum annular space 10 mm (A1) and minimum separation between penetration seals 30 mm (A2). Maximum seal size 300 
x 300 mm / 300 mm Ø 

Construction details: 
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Configuration 1 Configuration 2 

  

Key 
1 Supporting construction 
a1 Pipe / top edge of seal separation 
a2 Pipe / side edge of seal separation 

a3 Pipe / pipe separation 
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A.1.8.1 Double side penetration seal with metallic pipes with combustible insulation 

Services Insulation Classification 

Mild or stainless steel pipe 

22 mm diameter/2-11 mm wall 13 mm thick Elastomeric 
insulation minimum class  

B-s3,d0 
E 240 C/U, EI 180 C/U 

22-114 mm diameter/2-14.2 mm wall 13-25 mm thick Elastomeric 
insulation minimum class  

B-s3,d0 
E 120 C/U, EI 90 C/U 

22-114 mm diameter/2-14.2 mm wall 25-50 mm thick Elastomeric 
insulation minimum class  

B-s3,d0 
EI 60 C/U 
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A.1.9 Double side penetration seal with plastic pipes 

Penetration Seal: Plastic pipes (single) fitted at any position within the aperture, with 25 mm Sikacryl-621 Fire+ to both sides 
of the wall, backed with 25 mm deep stone wool insulation minimum 35 kg/m3. Minimum annular space 10 mm (A1) and 
minimum separation between penetration seals 30 mm (A2). Maximum seal size 300 x 300 mm / 300 mm Ø 

Construction details: 

 

 

Configuration 1 Configuration 2 

  

Key 
1 Supporting construction 
a1 Pipe / top edge of seal separation 
a2 Pipe / side edge of seal separation 
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A.1.9.1 Double side penetration seal with plastic pipes  

Pipe material Size Classification 

PVC-U pipe according to EN 1329-1, EN 
1452-1 and EN 1453-1, PVC-C according 

to EN 1566-1 

6-32 mm diameter/1.0-2.4 mm 
wall 

EI 240 U/C 

PP pipe according to EN 1451-1 or DIN 
8077/8078 

32 mm diameter/2.0-4.4 mm wall EI 180 C/U 

12-32 mm diameter/1.8-4.4 mm 
wall 

EI 240 C/U 

PE pipe according to EN 1519-1, EN 
12201-2 and EN 12666-1, ABS according 

to EN 1455-1 and pipes made from 
SAN+PVC according to EN 1565-1 

20-32 mm diameter/2.0 mm wall EI 240 C/U 

20-32 mm diameter/2.0-4.4 mm 
wall 

EI 120 C/U 
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A.2 Flexible and rigid wall constructions according to 2. 2) with wall thickness of minimum 75 mm  

A.2.1 Double side penetration seal with cables 

Penetration Seal: Cables (single or bundles up to 100 mm Ø) and pipes fitted at any position within the aperture, 
with Sikacryl-621 Fire+ to both sides of the wall. Minimum annular space 10 mm (A1) and minimum separation 
between penetration seals 30 mm (A2), maximum seal size 150 x 150 mm / 344 mm diameter (when incorporating 
a pipe of seal diameter -20 mm). 

Construction details: 

 

Construction details: 

 

 
A.2.1.1  

Services Sealant 
depth 

Backing Classification 

None (blank) 

12.5 mm 

Any material EI 60 

Cables up to 21 mm Ø, single 

None 

E 60, EI 45 

Cables up to 21 mm Ø, in bundles up to 100 
mm Ø 

E 45, EI 30 

Mild or stainless steel pipe 

4 mm diameter /0.7-2.0 mm wall 
12.5 mm None 

E 60 C/U, EI 45 C/U 

5-22 mm diameter /0.7-11 mm wall* E 60 C/U, EI 30 C/U 

Mild or stainless steel pipe with minimum 80 kg/m3 density stone wool insulation Continuous Sustained (CS) 

40 mm diameter /1-14.2 mm wall, 20 mm 
insulation 

12.5 mm None E 60 C/U, EI 45 C/U 
40-324 mm diameter /1.0-14.2 mm wall, 
30 mm insulation* 

PVC-U pipe according to EN 1329-1, EN 1452-1 and EN 1453-1, PVC-C according to EN 1566-1 

6-32 mm Ø/1.0-1.8 mm wall, with bundle 
of cables up to 21 mm diameter* 

12.5 mm None E 60 U/C, EI 45 U/C 

PP pipe according to EN 1451-1 or DIN 8077/8078 

20 mm Ø/2.3 mm wall 

12.5 mm None 

EI 45 U/C 

21-32 mm Ø/2.3-4.4 mm wall* EI 30 U/C 

21-32 mm Ø/2.3-4.4 mm wall, with bundle 
of cables up to 21 mm diameter* 

E 45 U/C, EI 30 U/C 
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PE pipe according to EN 1519-1, EN 12201-2 and EN 12666-1, ABS according to EN 1455-1 and pipes made 
from SAN+PVC according to EN 1565-1 

20 mm Ø/2.0 mm wall 

12.5 mm None 

EI 45 U/C 

21-32 mm Ø/2.0-3.0 mm wall* EI 30 U/C 

21-32 mm Ø/2.0-3.0 mm wall, with bundle 
of cables up to 21 mm* diameter 

E 45 U/C, EI 30 U/C 

* See below graphs for interpolated pipe sizes 
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A.3 Flexible and rigid wall constructions according to 2.2) with wall thickness of minimum 100 mm  

A.3.1 Double side penetration seal with cables 

Penetration Seal: Cables (single or bundles up to 100 mm Ø) and conduits fitted at any position within the 
aperture, with Sikacryl-621 Fire+ to both sides of the wall.  

Construction details: 

 

Construction details: 
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A.3.1.1  

Services Sealant 
depth 

Backing Maximum 
aperture 

Classification 

None (blank) 
12.5 mm 

Stone wool 20 mm 
deep 35-140 kg/m3 

300 x 300 mm* 

EI 120 

Cables up to 21 mm Ø, single or in 
bundles up to 50 mm Ø 12.5 mm 

Stone wool 12.5 
mm deep  

min. 33 kg/m3 
E 120, EI 90 

Electrical cables up to 21 mm Ø, 
single or in bundles up to 100 mm 
Ø 

25 mm 

Stone wool 20 mm 
deep min. 40 

kg/m3 
EI 120 

Electrical cables up to 80 mm Ø, 
single or in bundles up to 100 mm 
Ø 

25 mm AES 
mineral fibre E 120, EI 60 

{ƛƴƎƭŜ Ψ9 ŎŀōƭŜΩ - 1 x 185 mm2 core 
HD603.3 electrical cable with PVC 
insulation, PVC sheath and 23-27 
mm diameter 

12.5 mm 
Stone wool 20 mm 

deep min. 140 
kg/m3 

E 120, EI 60 

* Or 30 mm wide x 3000 mm high for cables up to 21 mm Ø  
 

Services Sealant depth Backing Maximum 
Annular 
space 

Classification 

PVC-U pipe according to EN 1329-1, EN 1452-2 and EN 1453-1, PVC-C according to EN 1566-1 

Maximum diameter 40 mm, wall thickness 1.0-
1.9 mm for PVC pipes, fully or partially filled 
conduits with cables up to 21 mm diameter    

25 mm none 30 mm EI 120 U/C 

PE pipe according to EN 1519-1, EN 12201-2 and EN 12006-1, ABS according to EN 1455-1 and pipes made from 
SAN+PVC according to EN 1565-1 

Maximum diameter 40 mm, wall thickness 2.0-
3.0 mm for PE pipes, fully or partially filled 
conduits with cables up to 21 mm diameter    

25 mm 
 

none 
 

30 mm EI 90 U/C 

PP pipe according to EN 1852-1: 2009 or DIN 8077/8078 

Maximum diameter 40 mm, wall thickness 1.8-
2.2 mm for PP pipes, fully or partially filled 
conduits with cables up to 21 mm diameter    

 
25 mm 

 
none 

 
30 mm EI 90 U/C 
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A.3.2 Double side penetration seal with metallic pipes 

Penetration Seal: CS (Continuous Sustained) insulated metallic pipes (single) fitted at any position within the 
aperture, with Sikacryl-621 Fire+ to both sides of the wall, backed with stone wool insulation or Ψ!9{ ƳƛƴŜǊŀƭ 
fibreΩΣ олл Ȅ олл ƳƳ ƳŀȄƛƳǳƳ ǎŜŀƭ ǎƛȊŜΦ 

Construction details: 

 

 

A.3.2.1  

Services Sealant 
depth 

Backing 
(minimum) 

Insulation Classificatio
n Mild or stainless steel pipe 

22 mm diameter/3-10 mm wall 
25 mm 

Stone wool 
25 mm deep 

35 kg/m3 
None EI 120 C/C 

Maximum 165 mm diameter/ wall* 
 

12.5 
mm 

12.5 mm 
stone wool 
33 kg/m3 

9 mm Elastomeric insulation 
minimum class D-s3, d0 

E 90 C/U 
EI 45 C/U 

13 -25 mm Elastomeric 
insulation minimum class D-

s3, d0 
EI 60 C/U 

40 mm diameter/1-14.2 mm wall*  
12.5 
mm 

20 mm 
Stone wool 
40 kg/m3 

 13 -19 mm Elastomeric 
insulation minimum class B-

s3,d0 

EI 120 C/C 

40 mm diameter/1-14.2 mm wall* 

25 mm 
25 mm AES 

mineral 
fibre 

E 120 C/C 
EI 60 C/C 

50 mm diameter/1.3-14.2 mm wall* 

60 mm diameter/1.6-14.2 mm wall* 

75 mm diameter/2-14.2 mm wall* 

90 mm diameter/2.4-14.2 mm wall* 

100 mm diameter/2.7-14.2 mm wall* 


